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A method for characterizing the biodiversity in bat pinnae as a basis for engineering analysis 14
J Ma and R Müller
Influence of a mobile robot on the spatial behaviour of quail chicks 14 abstract Unlike other flying insects, the wing motion of swallowtail butterflies is basically limited to flapping because their fore wings partly overlap their hind wings, structurally restricting the feathering needed for active control of aerodynamic force. hence, it can be hypothesized that the flight of swallowtail butterflies is realized with simple flapping, requiring little feedback control of the feathering angle. To verify this hypothesis, we fabricated an artificial butterfly mimicking the wing motion and wing shape of a swallowtail butterfly and analyzed its flights using images taken with a high-speed video camera. The results demonstrated that stable forward flight could be realized without active feathering or feedback control of the wing motion. during the flights, the artificial butterfly's body moved up and down passively in synchronization with the flapping, and the artificial butterfly followed an undulating flight trajectory like an actual swallowtail butterfly. Without feedback control of the wing motion, the body movement is directly affected by change of aerodynamic force due to the wing deformation; the degree of deformation was determined by the wing venation. Unlike a veinless wing, a mimic wing with veins generated a much higher lift coefficient during the flapping flight than in a steady flow due to the large body motion.
diagram of the lateral line system of the goldfish, Carassius auratus. Black dots indicate the positions of neuromasts on the skin surface, and white dots on the thick brown line show the approximate positions of neuromasts in sub-epidermal lateral line canals (modified from Schmitz et al (2008)).
Tailless ornithopter mimicking a swallowtail butterfly. Wings are driven by the crank mechanism and flap vertically relative to body, emulating the wing motion of swallowtail butterflies.
are recorded while the bat is in flight, using a wireless sensor mounted on the bat. The sensor is designed to replicate the acoustic gain control which bats are known to use, applying a gain to returning echoes that is dependent on the incurred time delay. Employing this technique allows emitted and reflected echolocation calls, which have a wide dynamic range, to be recorded. The recorded echoes demonstrate the complexity of environment reconstruction using echolocation. The sensor is also used to make accurate recordings of the emitted calls, and these calls are recreated in the laboratory using custom-built wideband electrostatic transducers, allied with a spectral equalization technique. This technique is further demonstrated by recreating multi-harmonic bioinspired fM chirps. The ability to record and accurately synthesize echolocation calls enables the exploitation of biological signals in human engineering systems for sonar, materials characterization and imaging.
fish-like propulsion of an airship with planar membrane dielectric elastomer actuators The goal of our project is to mimic fish-like movement in air, propelling an airship by undulating its hull and a caudal fin. The activation of the fish-like body in air is realized by dielectric elastomers. These actuators are quite unique for their soft light-weight membrane structure and they are therefore very appropriate to the application on inflated structures. The principles of biomimetics for the structural design and movement are discussed and the conception and design of the airship is described. Various development tests, including wind tunnel testing and flight trials, were performed and the results obtained are presented. It can be shown that an 8 m model airship can be propelled in a fish-like manner in air and that the propulsion can be drastically improved by undulating the body as well as the caudal fin contrary to propulsion with only the caudal fin.
hagfish slime threads as a biomimetic model for high performance protein fibres Textile manufacturing is one of the largest industries in the world, and synthetic fibres represent two-thirds of the global textile market. Synthetic fibres are manufactured from petroleum-based feedstocks, which are becoming increasingly expensive as demand for finite petroleum reserves continues to rise. for the last three decades, spider silks have been held up as a model that could inspire the production of protein fibres exhibiting high performance and ecological sustainability, but unfortunately, artificial spider silks have yet to fulfil this promise. Previous work on the biomechanics of protein fibres from the slime of hagfishes suggests that these fibres might be a superior biomimetic model to spider silks. Based on the fact that the proteins within these 'slime threads' adopt conformations that are similar to those in spider silks when they are stretched, we hypothesized that draw processing of slime threads should yield fibres that are comparable to spider dragline silk in their mechanical performance. here we show that draw-processed slime threads are indeed exceptionally strong and tough. We also show that post-drawing steps such as annealing, dehydration and covalent cross-linking can dramatically improve the longterm dimensional stability of the threads. The data presented here suggest that hagfish slime threads are a model that should be pursued in the quest to produce fibres that are ecologically sustainable and economically viable.
nacre from mollusk shells: a model for high-performance structural materials This natural composite has a very high mineral content, which makes it hard and stiff. however it is the toughness of nacre which is the most impressive: it is three orders of magnitude tougher than the mineral it is made of. no manmade composite material can boast such amplification in toughness, and for this reason nacre has become a biomimetic model material. The mineral in nacre comes in the form of microscopic polygonal tablets, which have the ability to 'slide' on one another in large numbers when the material is loaded in tension. This key mechanism makes nacre a quasi-ductile material, which in turn greatly increases its toughness and makes it damage tolerant. numerous 'artificial nacres' were developed in the past but none of them can truly duplicate the remarkable mechanism of tablet sliding. In this work selected structural features of nacre were implemented in a PMMAbased composite, which for the first time could replicate the collective tablet sliding mechanism. This material demonstrates that the powerful toughening mechanism operating in natural nacre can be duplicated and harnessed in engineering materials. We have built a simple mechanical system to emulate the fast-start performance of fish. The system consists of a thin metal beam covered by a urethane rubber, the fish body and an appropriately shaped tail. The body form of the mechanical fish was modeled after a pike species and selected because it is a widely-studied fast-start specialist. The mechanical fish was held in curvature and hung in water by two restraining lines, which were simultaneously released by a pneumatic cutting mechanism. The potential energy in the beam was transferred into the fluid, thereby accelerating the fish. We measured the resulting acceleration, and calculated the efficiency of propulsion for the mechanical fish model, defined as the ratio of the final kinetic energy of the fish and the initially stored potential energy in the body beam. We also ran a series of flow visualization tests to observe the resulting flow patterns. The maximum start-up acceleration was measured to be around 40 m s abstract Most wind farms consist of horizontal axis wind turbines (hAWTs) due to the high power coefficient (mechanical power output divided by the power of the free-stream air through the turbine cross-sectional area) of an isolated turbine. however when in close proximity to neighboring turbines, hAWTs suffer from a reduced power coefficient. In contrast, previous research on vertical axis wind turbines (VAWTs) suggests that closely spaced VAWTs may experience only small decreases (or even increases) in an individual turbine's power coefficient when placed in close proximity to neighbors, thus yielding much higher power outputs for a given area of land. A potential flow model of inter-VAWT interactions is developed to investigate the effect of changes in VAWT spatial arrangement on the array performance coefficient, which compares the expected average power coefficient of turbines in an array to a spatially isolated turbine. A geometric arrangement based on the configuration of shed vortices in the wake of schooling fish is shown to significantly increase the array performance coefficient based upon an array of 16 × 16 wind turbines. The results suggest increases in power output of over one order of magnitude for a given area of land as compared to hAWTs.
Photographs of (left) the cornea of a blowfly's eye and (right) a replica obtained after plasma ashing the cornea after a nickel coating had been deposited on it. The nickel coating is a positive replica when viewed from above (as shown), but a negative replica when viewed from below. abstract Given sufficient space, it is possible for gliding animals to reach an equilibrium state with no net forces acting on the body. In contrast, every gliding trajectory must begin with a non-steady component, and the relative importance of this phase is not well understood. of any terrestrial animal glider, snakes exhibit the greatest active movements, which may affect their trajectory dynamics. our primary aim was to determine the characteristics of snake gliding during the transition to equilibrium, quantifying changes in velocity, acceleration, and body orientation in the late phase of a glide sequence. We launched 'flying' snakes (Chrysopelea paradisi) from a 15 m tower and recorded the mid-to-end portion of trajectories with four videocameras to reconstruct the snake's body position with mm to cm accuracy. Additionally, we developed a simple analytical model of gliding assuming only steady-state forces of lift, drag and weight acting on the body and used it to explore effects of wing loading, lift-to-drag ratio, and initial velocity on trajectory dynamics. despite the vertical space provided to transition to steady-state gliding, snakes did not exhibit equilibrium gliding and in fact displayed a net positive acceleration in the vertical axis, an effect also predicted by the analytical model. 2011 Bioinsp. Biomim. 6 016003 abstract A woodpecker is known to drum the hard woody surface of a tree at a rate of 18 to 22 times per second with a deceleration of 1200 g, yet with no sign of blackout or brain damage. As a model in nature, a woodpecker is studied to find clues to develop a shock-absorbing system for micromachined devices. Its advanced shock-absorbing mechanism, which cannot be explained merely by allometric scaling, is analyzed in terms of endoskeletal structures. In this analysis, the head structures (beak, hyoid, spongy bone, and skull bone with cerebrospinal fluid) of the golden-fronted woodpecker, Melanerpes aurifrons, are explored with x-ray computed tomography images, and their shock-absorbing mechanism is analyzed with a mechanical vibration model and an empirical method. Based on these analyses, a new shock-absorbing system is designed to protect commercial micromachined devices from unwanted high-g and high-frequency mechanical excitations. The new shock-absorbing system consists of close-packed microglasses within two metal enclosures and a viscoelastic layer fastened by steel bolts, which are biologically inspired from a spongy bone contained within a skull bone encompassed with the hyoid of a woodpecker. In the experimental characterizations using a 60 mm smoothbore air-gun, this bio-inspired shock-absorbing system shows a failure rate of 0.7% for the commercial micromachined devices at 60 000 g, whereas a conventional hard-resin method yields a failure rate of 26.4%, thus verifying remarkable improvement in the g-force tolerance of the commercial micromachined devices.
Locating a compact odor source using a fourchannel insect electroantennogram sensor abstract recent advances in the understanding of biological flight have inspired roboticists to create flapping-wing vehicles on the scale of insects and small birds. While our understanding of the wing kinematics, flight musculature and neuromotor control systems of insects has expanded, in practice it has proven quite difficult to construct an at-scale mechanical device capable of similar flight performance. one of the key challenges is the development of an effective and efficient transmission mechanism to control wing motions. here we present multiple insect-scale robotic thorax designs capable of producing asymmetric wing kinematics similar to those observed in nature and utilized by dipteran insects to maneuver. Inspired by the thoracic mechanics of dipteran insects, which entail a morphological separation of power and control muscles, these designs show that such distributed actuation can also modulate wing motion in a robotic design.
Cross-sectional view of a dipteran insect thorax (artist's rendering, anatomical dimensions are not exact). The larger power muscles drive flapping motion through motion of the thorax but are not directly connected to the wings (the edge of the thorax that has been 'cut' by the cross-sectional view is highlighted, the upper line corresponds to the wings in the 'down' position and vice versa). Smaller control muscles at the base of the wings allow fine-tuning of the wingstroke parameters (φ, ψ and θ). Modulation of these parameters allows generation of net forces and body torques for maneuvering.
which is useful for robotic planning. , making it one of the fastest self-propelled wheeling behaviors in nature. Inspired by this behavior, we construct a soft-bodied robot to explore the dynamics and control issues of ballistic rolling. This robot, called GoQBot, closely mimics caterpillar rolling. Analyzing the whole body kinematics and 2d ground reaction forces at the robot ground anchor reveals about 1G of acceleration and more than 200 rpm of angular velocity. As a novel rolling robot, GoQBot demonstrates how morphing can produce new modes of locomotion. furthermore, mechanical coupling of the actuators improves body coordination without sensory feedback. Such coupling is intrinsic to soft-bodied animals because there are no joints to isolate muscle-generated movements. finally, GoQBot provides an estimate of the mechanical power for caterpillar rolling that is comparable to that of a locust jump. how caterpillar musculature produces such power in such a short time is yet to be discovered.
A method for characterizing the biodiversity in bat pinnae as a basis for engineering analysis abstract A quantitative analysis of the interspecific variability between beamforming baffle shapes in the biosonar system of bats is presented. The data set analyzed consisted of 100 outer ear (pinna) shapes from at least 59 species. A vector-space representation suitable for principal component analysis (PCA) was constructed by virtue of a transform of the pinna surfaces into cylindrical coordinates. The central axis of the cylindrical transform was found by minimizing a potential function. The shapes were aligned by means of their respective axes and their center of gravity. The average pinna of the sample was a symmetrical, obliquely truncated horn. The first seven eigenvalues accounted already for two-thirds of the variability around the mean, which indicates that most of the biodiversity in the bat pinna can be understood in a more low-dimensional space. The first three principal components show that most of the variability of the bat pinna sample is in terms of opening angle, left-right asymmetry, and selective changes in width at the top or the bottom of the pinna. The beampattern effects of these individual components have been characterized. These insights could be used to design bioinspired beamforming devices from the diversity in biosonar.
Influence of a mobile robot on the spatial behaviour of quail chicks abstract Quail chicks encountered an autonomous mobile robot during their early development. The robot incorporated a heat source that stimulated following of chicks. The spatial behaviour of grown-up chicks was tested in an exploration test and a detour test. Chicks that grew with the mobile robot exhibited better spatial abilities than chicks grown with a static heat source. We discuss these results in the perspective of animal-robot interaction and of the role of early spatial experience on the behavioural development. To illustrate them, we divide the task of designing an example CPG for a modular robot into independent problems. We formulate each problem in a general way and provide a bio-inspired solution for each of them: locomotion information coding, individual module control and inter-module coordination. We analyse the stability of the CPG numerically, and then test it on a real robot. We analyse steady state locomotion and recovery after perturbations. In both cases, the robot is able to autonomously find a stable effective locomotion state. finally, we discuss how these strategies can result in a more general design approach for CPG-based locomotion.
